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NOTES
Prestressing steel shall be uncoated high strength, low relaxation 7-wire strand, Grade Z270.
S-#4 U bars PLAN The nominal diameter shall be " and the nominal cross-sectional area shall be 0.153 sq. in.
’-&T Each Side Lifting loops shall be 2-5"" ¢-270 ksi strands, as shown.
- The 1" ¢ rods in the transverse tie assembly shall be tightened fo a snug fii and the threads set. BIll OF MATERIAL
8 x 3-W2.5 x W5.5 ) Pockets that receive transverse tie bar on outside shall be filled with grout after transverse
Wire Fabric, W5.5 verf. |1 45° min. tie assembly is in place, and only during Stage III Construction. Item Unit Tolal
Full depth of peam. | angle of lift The bearing seal surfaces shall be adjusted by shimming to assure firm and even bearing. Two Procost Presirecsed Conorefe Deck —
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ll = Keyway surfaces shall be cleaned to remove form oil or other bond breaking material prior fo
shipment of the beams. Cleaning shall be done by sandblasting the keyway areas between top of the
N beam and the boftom edge of the key.
END PLAN QL Corrosion Inhibitor, as covered in the Special Provisions, shall be used in the concrete for
‘1- precast prestressed concrefe deck beams.
Required Release Strength, f'ci, shall be 4,000 p.s.i.
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See sheet 4 of 10 for rail anchor device to be cast in precast beams. - -
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